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LAYOUT AND FUNCTION 1
1 LAYOUT AND FUNCTION
The quick bracket is mounted on one side of the crane track support and creates a safe and quick mechanical
connection for fixating the enclosed conductor system KBH. The quick console shall only be used for the in-
stallation of the enclosed conductor system KBH!

KBH quick bracket

ID no. 601 058
601 059 (Neutral version

 without Vahle logo)
Distances to 
support       [mm]

(Grid holes)
110, 160, 170

Working load, 
max.  [kg] 30

Support thickness                         
  [mm] 6 - 40

Weight       [kg] 0.372

Use Indoor installations

Beams with parallel flange 
faces

Not approved for Outdoor installations

Beams with unequal flange 

faces

Highly corrosive environments 

Systems with: 
• Expansion joints
• Transfer funnels
• Transfer guides
• Sealing strips
• Removing sections 



COMMISSIONING 2
2 COMMISSIONING

2.1 Safety instructions for commissioning
The general safety instructions in the KBH mounting instructions (ID no. W2509224/00) have to be read and
obeyed!

CAUTION!

To protect the hands against friction, abrasion, punctures or deep injuries, e.g. when
using bent sheet metal parts, gloves must be worn as personal protective equipment.

2.2 Installation

NOTICE!

The following installation distances have to be observed (refer as well to “Conductor
installation” in the KBH mounting instructions):

► Support distances max. 2000 mm

► The first and last hanger have to be min.
250 mm and max. 500 mm from the ends of the straight sections.

► The distance between the sliding hangers and the connecting material, the end
caps, feed terminals etc. has to be min. 250 mm to max. 500 mm to not prevent
expansion.



COMMISSIONING 3
Installing the quick bracket

Assembly steps:

1. Push the quick bracket onto the flange face of
the beam in such a way the base plate is below
and the support claw above it.

Fastening the quick bracket

Required tools:

⚒ Torque wrench, size 13

Assembly steps:

1. Tighten the screws to a
torque of 10 Nm.

NOTICE!

► The quick bracket has to be fastened parallel to
the flange faces of the beam.

► The fastening screws have to be in contact with
the edge of the beam.

► The bracket can be installed at the upper or lower
flange of the beam - however the safety claw has
to be always above the flange face.
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